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Figure 17: Water Year 2014 recharge simulated with the Napa County SWB model.
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Figure 18: Water Year 2014 recharge simulated with the Napa County SWB model.
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Figure 19: Water Year 2014 change in soil moisture content simulated with the Napa County SWB model.
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Table 5: Simulated precipitation and recharge values averaged across HUC-12 watersheds in Napa County for
Water Year 2010 expressed as depths. See Figure 20 for watershed locations.

Name Drainage Precipitation AET (in) Surface Recharge (in) Soil Moisture
Area (mi?) (in) Runoff (in) Change (in)
American Canyon Creek 10.8 24.1 16.3 3.7 4.7 -0.6
Bucksnort Creek 19 47.9 24.5 12.1 11.1 0.1
Butts Creek-Putah Creek 49.9 33.0 17.4 9.7 6.2 -0.7
Capell Creek 43.0 31.1 19.1 7.4 5.0 -0.6
Carneros Creek 29.7 28.0 18.6 5.2 5.5 -0.6
Chiles Creek 32.0 34.6 21.1 7.1 6.8 -0.5
Dry Creek 28.8 37.0 22.2 7.2 8.4 -0.5
Hunting Creek 12.0 33.7 19.0 9.7 5.7 -0.8
Jackson Creek-Putah Creek 54.5 29.9 13.4 12.6 3.0 -0.5
Lake Curry-Suisun Creek 16.4 30.7 18.9 6.5 5.9 -0.6
Lake Hennessey-Conn Creek 20.0 35.1 19.6 8.5 7.3 -0.4
Ledgewood Creek 6.4 21.8 16.9 3.4 3.3 -1.8
Lower Eticuera Creek 44.0 30.0 17.7 8.1 4.7 -0.7
Lower Napa River 45.0 31.7 19.9 5.6 6.7 -0.6
Lower Pope Creek 31.8 33.9 18.0 9.7 6.5 -0.6
Maxwell Creek 35.1 34.7 19.6 8.7 6.9 -0.6
Middle Napa River 60.3 39.9 22.8 8.5 9.2 -0.5
Milliken Creek 29.7 30.9 16.9 6.6 7.9 -0.6
Rector Creek-Conn Creek 22.3 32.8 18.0 7.1 8.2 -0.7
Saint Helena Creek 7.7 53.3 25.2 13.5 14.4 0.1
San Pablo Bay Estuaries 19.5 23.9 8.1 13.8 2.3 -0.3
Tulucay Creek 34.2 26.1 16.7 4.6 5.4 -0.7
Upper Eticuera Creek 25.6 31.2 17.2 8.6 6.1 -0.8
Upper Napa River 44.6 44.7 23.6 10.6 10.8 -0.4
Upper Pope Creek 21.7 44.5 22.7 10.5 11.5 -0.3
Wooden Valley & Suisun Creeks 23.3 29.0 19.0 5.1 5.5 -0.6
Wragg Canyon-Putah Creek 34.2 28.3 16.3 8.6 33 -0.6
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Table 6: Simulated precipitation and recharge values averaged across HUC-12 watersheds in Napa County for
Water Year 2010 expressed as a percentage of precipitation. See Figure 20 for watershed locations.

Name Drainage Precipitation AET (%) Surface Recharge (%) Soil Moisture
Area (mi?) (in) > Runoff (%) i Change (%)
American Canyon Creek 10.8 24.1 67% 15% 19% -3%
Bucksnort Creek 19 47.9 51% 25% 23% 0%
Butts Creek-Putah Creek 49.9 33.0 53% 29% 19% -2%
Capell Creek 43.0 31.2 61% 24% 16% -2%
Carneros Creek 29.7 29.7 66% 19% 20% -2%
Chiles Creek 32.0 34.6 61% 21% 20% -1%
Dry Creek 28.8 37.8 60% 20% 23% -1%
Hunting Creek 12.0 33.7 56% 29% 17% -2%
Jackson Creek-Putah Creek 54.5 29.7 45% 42% 10% -2%
Lake Curry-Suisun Creek 16.4 30.7 61% 21% 19% -2%
Lake Hennessey-Conn Creek 20.0 36.0 56% 24% 21% -1%
Ledgewood Creek 6.4 21.8 77% 15% 15% -8%
Lower Eticuera Creek 44.0 30.0 59% 27% 16% -2%
Lower Napa River 45.0 31.7 63% 18% 21% -2%
Lower Pope Creek 31.8 33.9 53% 29% 19% -2%
Maxwell Creek 35.1 34.7 56% 25% 20% -2%
Middle Napa River 60.3 404 57% 21% 23% -1%
Milliken Creek 29.7 30.9 55% 21% 26% -2%
Rector Creek-Conn Creek 22.3 32.8 55% 22% 25% -2%
Saint Helena Creek 7.7 53.3 47% 25% 27% 0%
San Pablo Bay Estuaries 19.5 23.9 34% 58% 10% -1%
Tulucay Creek 34.2 26.1 64% 18% 21% -3%
Upper Eticuera Creek 25.6 31.2 55% 28% 19% -3%
Upper Napa River 44.6 44.7 53% 24% 24% -1%
Upper Pope Creek 21.7 44.5 51% 23% 26% -1%
Wooden Valley & Suisun Creeks 23.3 29.0 65% 18% 19% -2%
Wragg Canyon-Putah Creek 34.2 28.3 58% 31% 12% -2%
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Table 7: Simulated precipitation and recharge values averaged across HUC-12 watersheds in Napa County for
Water Year 2014 expressed as depths. See Figure 20 for watershed locations.

Name Drainage Area Precipitation AET (in) Surface Recharge (in) Soil Moisture
(mi?) (in) Runoff (in) Change (in)
American Canyon Creek 10.8 10.1 12.3 0.7 0.7 -3.6
Bucksnort Creek 1.9 28.8 17.6 11.5 2.6 -3.0
Butts Creek-Putah Creek 49.9 16.9 14.2 3.9 1.9 -3.2
Capell Creek 43.0 15.8 14.8 3.1 1.1 -3.1
Carneros Creek 29.7 15.0 14.7 4.6 2.0 -3.7
Chiles Creek 32.0 18.3 16.5 3.7 1.5 -3.3
Dry Creek 28.8 21.5 16.5 6.8 2.5 -3.7
Hunting Creek 12.0 16.7 15.4 3.1 1.6 -34
Jackson Creek-Putah Creek 54.5 14.9 10.3 6.1 0.7 -2.3
Lake Curry-Suisun Creek 16.4 18.4 16.1 3.7 19 -3.4
Lake Hennessey-Conn Creek 20.0 19.1 14.8 5.7 2.2 -3.2
Ledgewood Creek 6.4 12.2 13.9 1.7 0.8 -4.3
Lower Eticuera Creek 44.0 14.9 14.0 2.6 1.3 -3.1
Lower Napa River 45.0 19.4 15.9 5.0 2.2 -3.6
Lower Pope Creek 31.8 17.8 14.5 4.5 2.0 -3.2
Maxwell Creek 35.1 18.3 15.9 3.8 2.0 -3.3
Middle Napa River 60.3 21.3 16.5 6.6 2.5 -3.7
Milliken Creek 29.7 18.7 13.7 4.5 34 -2.9
Rector Creek-Conn Creek 22.3 16.5 13.6 4.0 2.3 -3.4
Saint Helena Creek 7.7 32.2 17.8 13.2 4.1 -3.0
San Pablo Bay Estuaries 19.5 10.4 6.0 5.6 0.5 -1.6
Tulucay Creek 34.2 14.6 13.5 2.6 1.7 -3.3
Upper Eticuera Creek 25.6 15.5 14.1 2.5 2.1 -3.2
Upper Napa River 44.6 22.9 16.2 6.9 3.3 -3.5
Upper Pope Creek 21.7 25.6 16.8 8.5 3.5 -3.2
Wooden Valley & Suisun Creeks 23.3 17.9 16.4 3.1 2.0 -3.5
Wragg Canyon-Putah Creek 34.2 14.1 12.6 3.6 0.6 -2.8
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